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Abstract 
 
Nondestructive Evaluation (NDE) procedures are required to detect flaws in structures with 
a high percentage detectability and high confidence. Conventional Probability of Detection 
(POD) methods are statistical in nature and require detection data from a relatively large number 
of flaw specimens. In many circumstances, due to the high cost and long lead time, it is 
impractical to build the large set of flaw specimens that is required by the conventional POD 
methodology. Therefore, in such situations it is desirable to have a flaw detectability estimation 
approach that allows for a reduced number of flaw specimens but provides a high degree of 
confidence in establishing the flaw detectability size. This paper presents an alternative approach 
called the conservative margin approach (CMA). To investigate the applicability of the CMA 
approach, flaw detectability sizes determined by the CMA and POD approaches have been 
compared on actual datasets. The results of these comparisons are presented and the applicability 
of the CMA approach is discussed. 
 
Introduction  
 
It is essential to estimate NDE flaw detectability for any given application. The NDE 
procedure is required to detect flaws larger than or equal to a specific flaw size dictated by the 
engineering, called the requirement flaw size ar, with a high percentage detectability and high 
confidence. The NDE flaw detectability can be given as the flaw size denoted as a90/95 using the 
Probability of Detection (POD) curve fit method. The subscript indicates 90% POD with 95% 
lower confidence bound. Typically, a90/95 is required for inspection of critical parts. The a90/95 
size may be influenced by the sample size in the NDE trials data. Flaw sizes with less confidence 
e.g. a90/50 may be used for non-critical parts. The a90/50 size is also known as the best fit estimate 
from the POD(a) curve with POD of 90%. It is less influenced by the sample size of the NDE 
trials data and is supported by a goodness of fit measure to the POD(a) curve. The a90/95 size is 
based on estimating 95% confidence bound on the POD(a) curve.  
 
Here, we seek to estimate flaw detectability ad using a few NDE trial outcomes data based 
on modeling the best fit or best estimate POD(a) curve. We will not address a comparison of 
flaw detectability ad with a90/95 size in order to keep our objective less complex. Instead we seek 
to provide a positive margin to the unknown flaw size a90/50. Thus, we seek the flaw detectability 
size ad to be an estimate of a90/50. CMA uses similarity with existing POD data sets. A typical 
POD(a) curve is shown in Fig. 1. One of the common software tools used in POD analysis is 
listed in Ref. 1. MIL-HDBK-1823 provides information on the POD(a) curve fit methods2. 
Berens3 provides an overview of POD methods. The NTIAC NDE data4 provides POD 
estimation on many real data sets. 
 
 
https://ntrs.nasa.gov/search.jsp?R=20070016672 2019-08-30T00:40:42+00:00Z
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 Figure 1: Typical Shape of a POD(a) Curve 
 
Threshold Flaw Sizes a0 and a100
 
 
The CMA models the POD(a) curve as a straight line between two points e.g. adjusted a0 
(POD(a0) =0) and adjusted a100 (POD(a100) = 100%) shown in Fig. 1. An example of the NDE 
outcomes data from an NDE flaw detection experiment on many flaw specimens is provided in 
Fig. 2 to illustrate definitions of flaw sizes a0 and a100. The triangles indicate fraction of flaws 
detected. The data shows that, above a certain upper threshold for the flaw size (denoted as a100), 
the observed flaw detectability is 100%. We are extremely interested in this flaw size as it can be 
used in the CMA. 
 
In this example, a straight line is drawn to establish a boundary of the observed flaw 
detectability from low to high values of the observed flaw detectability. The intersection of the 
line with 100% flaw detectability level in the data could be considered to be one of the estimates 
of the upper threshold flaw size (a100). The estimate could be viewed as the “upper knee point” in 
the data.  Similarly, we can find the smallest flaw size above which the observed flaw 
detectability is 100%. This size is another estimate of a100 and is illustrated in Fig. 2. The 
estimate could be viewed as the “observed” upper threshold in the data. The flaw size a90/50 can 
be considered to be the flaw size a100. Note that the three estimates of the upper threshold size 
are very close to each other in this example.  
 
Similarly, a lower threshold for the flaw size, denoted by a0, below which the observed 
flaw detectability is zero, can be defined. The lower threshold may be defined in terms of POD 
too. The lower threshold size can be defined as a flaw size with a POD(a) of 10%. A region of 
flaw sizes between a0 and a100 where the flaw detectability is strongly dependent on the flaw size 
and the observed flaw detectability values are between 0% and 100%, is defined as the core 
probabilistic range . pr
   ( 1 ) 0100 aarp −=
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Figure 2:  An Example of POD Data from NDE  Trials 
 
Formulation of Conservative Margin Approach (CMA) 
 
The CMA estimate of flaw detectability is given by, 
 
 ad = a100 + m. ( 2 ) 
 
The margin m seeks to account for uncertainty in a100 due to smaller sample size and seeks 
to establish a desirable positive margin from a90/50. Here, we define the conservative margin ∆1 
as a measure of success for the CMA when compared with a90/50 of an NDE outcomes dataset.   
 
 ∆1 = ad - a90/50 ( 3 ) 
 
If the margin is positive and reasonable (e.g. > 10%) for all possible estimates of CMA, 
then the CMA has demonstrated its applicability for the data set used or for the NDE techniques 
that can be assumed to have similar POD(a) curve characteristics (such as β explained later).  
 
The margin m is computed by modeling the POD(a) curve by a straight line from the 
adjusted a0 (POD(a0) =0) and adjusted a100 (POD(a100) = 100).  In order to use the CMA, it is 
necessary to verify the assumption of improvement in flaw detectability with flaw size. Ideally, 
the CMA should be validated based on comparison to the applicable POD analysis. It assumes 
that the best fit POD(a) curve for the NDE process has a sharp upper knee which is defined as 
portion of the POD(a) curve with POD between 90% and 97.6%. Note that, if  Binomial 
distribution is applicable then a90/95 ≈ a97.6/50. 
 
This technique assumes that a0 and a100 can be clearly identified as smallest flaw detected 
and largest flaw missed respectively. Such a data can be called as a regular or non-contaminated 
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data. In some situations, the data does not have a clear a0 and a100 due to non-detection of very 
large flaws. The non-detection of large flaws (size >>a90/50) is considered to be “irregular data” 
with outlier data points as they may not conform to a single mode mathematical distribution 
which is the basis for POD analysis. The existence of the outlier data points is commonly 
justified by NDE practitioners by statement that “not all flaws are created equal”. The POD(a) 
curve for such a dataset usually does not have a sharp knee and it may be impossible to locate 
a100. The POD(a) curve fit method is the only method that can be used in this situation. Regular 
POD distributions with sharp upper knee are desirable for CMA. If a distribution has a sharp 
upper knee, then the POD(a) curve in the core probabilistic range can be approximated by a 
straight line used in the CMA method. Thus, the knowledge of the shape of POD(a) curve based 
on the similarity to an existing NDE outcomes datasets is essential to make the determination 
that the NDE technique provides a “regular” data set with a sharp knee so that a100 and a90/50 are 
close. 
 
It is assumed that uncertainty in the estimation of a100 and  for a0 is inevitable due to 
limited sample size. The uncertainty in a100 is compensated by a factor called kU or the k-factor. 
The value of k-factor is dependent upon the number of flaws at a100 used to determine the size. A 
minimum sample size of 5 flaws at the suspected size a100 is recommended in determination of 
the a100. The value of k-factor is calculated as 
 
 LU pk ˆ0.1 −= , where, 0.1=n
nd  and LCL = 95%, ( 4 ) 
where  the Binomial estimation of probability with LCL = 95%. Fig. 3 provides a plot of 
the k-factor as a function of the sample size of flaws with the size equal to . n
=Lpˆ
100a d = number of 
flaws detected, n = total number of flaws. Table 1 provides the values of the k-factor.  
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 Figure 3: Minimum Values of k-factor for 0.1=
n
nd  
The compensated a100 is given by, 
 . ( 5 ) Up
c kjraa += 100100
Here j (≥0) is introduced to control the amount of compensation. Similarly, the uncertainty 
in a0 is compensated by a factor called kL. The value of this k-factor is dependent upon the 
number of flaws at  used to determine the size. A minimum sample size of 5 flaws at the 
suspected size 
0a
0a  is recommended in determination of the .  0a
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n K-factor q (j = 0.5) q (j = 1)
4 0.53 1.67 1.81
5 0.45 1.33 1.65
6 0.39 1.27 1.55
7 0.35 1.24 1.47
8 0.31 1.21 1.41
9 0.28 1.18 1.36
10 0.26 1.16 1.32
11 0.24 1.15 1.29
12 0.22 1.13 1.27
13 0.20 1.12 1.25
14 0.19 1.11 1.23
15 0.18 1.11 1.21
16 0.17 1.10 1.20
17 0.16 1.09 1.19
18 0.15 1.09 1.18
19 0.15 1.08 1.17
20 0.14 1.08 1.16
21 0.13 1.08 1.15
22 0.13 1.07 1.14
23 0.12 1.07 1.14
24 0.12 1.07 1.13
25 0.11 1.06 1.12
26 0.11 1.06 1.12
27 0.11 1.06 1.12
28 0.10 1.06 1.11
29 0.10 1.06 1.11  
 Table 1: k-Factor and a100 Multiplier  00 =aq
 
The value of k-factor is calculated as  
 , where, UL pk ˆ= 0.0=n
nd  and UCL = 95%, ( 6 ) 
where,  the Binomial estimation of probability with UCL = 95%. The two k-factors (eqs. 
(4) and (6)) provide the same value for the same value of n. 
=Upˆ
kkk UL == if the same number of 
flaws are used to determine a0 and a100. Therefore, Fig. 3 and Table 1 are applicable for both k-
factors. The compensated a0 is given by, 
 
  , where , else .  ( 7 ) Lp
c kjraa −= 00 00 ≥ca 00 =ca
Note that flaw size can not be negative. From eq. (7),  implies  . ca0 00 >ca Lpkjra ≥0
 
The compensated probabilistic range is given by,  
 , where  0 . ( 8 ) ccc aar
p 0100
−= 0 ≥ca
Substituting eqs. (5) and (7), we get, 
 , where .  ( 9 ) LpUp
c kjrkjraar
p
++−= 0100 Lpkjra ≥0
After substituting eq. (1) and simplifying we get, 
 ( )( ) pLUcp rkkjr ++= 1  .  ( 10 ) Lpkjra ≥0
Here, we define the expression in the parenthesis as a range compensation factor kr. Thus, 
 
 ( )( )LUr kkjk ++= 1  .  ( 11 ) Lpkjra ≥0
The compensated range is given by, 
 .    ( 12 ) pr
c
p rkr =
Here, we introduce a term l defined as ratio of the threshold sizes. 
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100
0
a
al = ,  0 < l < 1. ( 13 ) 
Therefore, the range can be expressed as 
 ( ) 1001 alrp −= . ( 14 ) 
From eq. (7) it can be shown that,   is equivalent to Lpkjra ≥0 ( )( ) 111 ≤−+ ljkL . 
 
Therefore, eq. (12) can be written as, 
 ( )( )( ) 10011 alkkjr LUcp −++= , for ( )( ) 111 ≤−+ ljkL . ( 19a ) 
Hence, the condition on kr can be expressed as, 
 ( )( )LUr kkjk ++= 1 , for ( )( ) 111 ≤−+ ljkL . ( 19b) 
 
If this condition is not met i.e. ( )( ) 111 >−+ ljkL , then we assume a0 = 0. a0 = 0 implies that 
l = 0 and we simplify eq. (10) as follows. 
 ( ) 1001 ajkr Ucp +=  ,      for ( )( ) 111 >−+ ljkL , a0 = 0.   ( 20a ) 
Thus, here is another expression of kr if a0 = 0. 
 ( )Ur jkk += 1 ,       for  ( )( ) 111 >−+ ljkL , a0 = 0.  ( 20b ) 
 
The margin is calculated as, 
 . ( 21 ) U
c
p krm =
The above equation implies that the margin is calculated by proportioning the compensated 
range by k-factor kU. The above equation can also be written as, 
 . ( 22 )  Upr krkm =
Eq. (2) can be written as,  
 , ( 23 ) 100qaad =
where, q is defined as a multiplier to a100 or coefficient of a100 to estimate ad. By manipulating 
Eqs. (2), (14) and (22), we can derive the following expression from q.  
 ( ) Ur klkq −+= 11 . ( 24 ) 
Substituting the expressions for kr from eqs. (19b) and (20b) we get,  
  ( )( )( ) ULU klkkjq −+++= 111      for   ( )( ) 111 ≤−+ ljkL , ( 25 ) 
and  ( ) UUa kjkq ++== 1100       for  ( )( ) 111 >−+ ljkL , a0 = 0. ( 26 )  
  
Eq. (26) is the short expression for q compared to eq. (25). These two equations are needed 
to compute ad. Fig. 4 illustrates the concept of CMA. 
 
If we do not have enough data to estimate a0, it may be assumed to be zero. It will yield a 
more conservative estimate of ad, provided  data points for a100 are same in both cases.   
 
  ( 27 ) qqa ≥=00
 
The effort required to determine a0 experimentally may not provide adequate payback in 
terms of improving estimate of ad. Therefore, in most situations it is practical to assume that a0 = 
0 and only determine the size a100 experimentally. Eq. (27) allows us to make this simplification. 
Elimination of experimental determination of a0, makes the CMA approach attractive for 
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implementation as only a few flaws are needed to determine flaw detectability size ad. The 
computation of  only requires that the j factor accounts for the uncertainty in the range at the 
upper end only as opposed to using the same j value for compensation at lower end of the range 
in computation of the multiplier q. The simplification probably allows better correlation between 
j and the conservative margin for . 
00=aq
00=aq
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 Figure 4: Concept of the CMA  
 
The value of j is proposed to be between 0 and 1. We compensate for uncertainty in the 
range using the values of k-factors separately and then multiply the compensation factors. This 
may result in overcompensation. The compensation factors should account for the sharpness of 
the knees in the unknown POD(a) curve.   Choice of j value allows us to adjust conservatism in 
our calculation. Higher values of j would increase the value of q. Values of q for a0 = 0 are given 
in Table 1. These values are plotted in Fig. 5. Examining these values, we conclude that we have 
assumed that a100 is not underestimated by more than 50% so that ad may be approximately twice 
as much as a100. Later, we would analyze some NDE data to compare results which may provide 
pointers for choosing values of j. 
 
Eqs. (25) and (26) are plotted in Fig. 5 for j = 1. Fig. 5 indicates that q can be as high as 
1.8. q decreases with a sample size n. It also decreases slightly with the ratio l. It is common 
practice among NDE practitioners to quote NDE flaw detectability to be twice the detectability 
demonstrated on a small number of flaws. The CMA is no exception to that rule. 
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 Figure 5: q Plotted against a0 Fraction and Sample Size for j = 1  
 
Use of Similarity of Existing POD Data for Qualifying CMA  
 
Although, only a few flaws are needed to establish a100 and to compute the ad, there are 
certain conditions that need to be met before the CMA equations can be used. Even if the 
POD(a) curve for the NDE application of concern is not known, we assume certain 
characteristics of the unknown POD(a) curve based on the similarity between the application of 
concern and a similar application with existing data and POD(a) curve. The similarity can be 
established by studying certain characteristics of a family of POD(a) curves belonging to the 
applicable method/technique. The study may reveal a range of characteristics of the POD(a) 
curves within the family. The similarity study then may allow us to locate the NDE application 
of concern within the family of similar NDE method/techniques with available POD(a) curve 
data.  
 
The CMA approach can be validated on the family of NDE method/techniques by 
comparing the results of CMA with the known a90/50 within the family of the method/techniques. 
Once, the CMA is validated for a family of NDE applications, it can be used for an application of 
concern belonging to the same family based on the similarity. The validation involves computing 
the conservative margin for many estimates of CMA with values of j established by trial and 
error so that a minimum desirable conservative margin is demonstrated. The methodology is 
discussed below by using two examples. 
  
Here, we consider two examples to illustrate and specify the conditions on the slope of the 
assumed POD(a) curve. The following data (Fig. 6) was taken from the NTIAC4 Data book.  
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Figure 6: Example 1, Eddy Current Crack Detection on 2219 Aluminum, β = 4.9/in 
 
In Fig. 6, crosses on the POD = 0 (missed flaw) and POD = 100 (detected flaw) levels 
indicate individual NDE outcome data points. The curve is a plot of POD(a). a90/50 = 0.119 in. 
Table 2 gives all parameters used in CMA calculations and results. Both short (a0 = 0) and 
regular formulas were used. There is a good agreement between ad and ad (a0 = 0). 
 
 
a 0, in a 100, in n for a 0 n for a 100 Kl Ku a d, in a d (a0=0), in
0.016 0.095 5 8 0.45 0.31 0.129 0.129
0.009 0.095 11 8 0.24 0.31 0.129 0.129  
Table 2: CMA Analysis of Data in Example 1 
 
In the above example, the margin ∆1 is positive (0.010”) and reasonable (≥10%), therefore 
we can claim that the CMA has demonstrated its utility for this instance. The value of j is 0.5 in 
above calculations. With j = 1, another 8% increase is observed in the estimate of ad.   
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Figure 7: Example 2, Eddy Current Crack Detection on 2219 Aluminum, β = 8.97/in 
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a 0, in a 100, in n for a 0 n for a 100 Kl Ku a d, in a d (a0=0), in
0.017 0.086 13 8 0.2 0.31 0.113 0.117  
Table 3: CMA analysis of data in Example 2 
 
In example 2 (Fig. 7), the value of  j is 0.5. There is a good agreement between the a90/50 
and the estimated flaw detectability ad. The margin ∆1 is positive (between 0.013” to 0.017”) and 
reasonable (≥10%), therefore we can claim that the CMA has demonstrated its utility for this 
instance. There is a good agreement between ad and ad (a0 = 0). With j = 1, another 8% increase 
is observed in ad.  
 
We can use the same dataset and by changing the sample size n, calculate many other CMA 
estimates and corresponding conservative margin. The magnitude of j influences the magnitude 
of the conservative margin ∆1. On the other hand, the exercise can be used to optimize the value 
of  j (for a given β defined later) to obtain a desired minimum conservative margin.  
 
POD Parameter B and Slope β 
 
In order to quantify upper knee in the POD(a) curve, a POD parameter B is defined. 
 
 ( )%10 ˆ100log2 pB −−= ,  ( 28) 
where, =  POD(a) expressed as a % value. %pˆ
 
B is plotted in Fig. 8 for many NDE outcomes data sets from NTIAC4. A value of B equal 
to 1 corresponds to POD(a) of 90%. B equal to 1.62 corresponds to POD(a) of 97.6% identified 
as the upper point in the range of upper knee in POD(a). Similarly, a value of B equal to 2 
corresponds to POD(a) of 99% and so on. Thus, B is the POD(a) expressed on a logarithmic 
scale. It allows a close look at the upper knee. We are interested in the slope of the POD 
parameter at POD(a) of 90%. The slope is given by β. 
 
a
B
Δ
Δ=β  ( 29 ) 
Here we notice that as the slope β decreases, the knee becomes less sharp. A value of β at 
POD(a) of 90% (β90/50) of about 5 per inch or higher provides a sharp knee in the POD(a) curve 
to enable use of the CMA. Data sets A9001(3)D, A9002(3)D and A9003(3)D) meet this 
condition. The remaining datasets have shallow upper knees and the CMA is not applicable. We 
did not investigate lower limit of the β that still qualifies as an indicator of sharp upper knee in 
the POD(a) curve.  Note that POD(a) curves  for data sets A9001(3)D ( β = 4.9/in) and 
A9003(3)D ( β = 8.97/in) have been plotted in Figs. 6 and 7 respectively.  
 
Comparing the two examples, we observe that the ad estimate for the higher β value dataset 
is more conservative for the same values of j. Thus, a value of j can be obtained by trial and error 
by demonstrating a minimum desired amount of conservative margin ∆1 on many flaw 
detectability estimates ad from previously acquired applicable POD datasets with similar β 
values. This implies that the β value, the conservative margin, and the j value are interrelated and 
if the β value can be estimated approximately, conservative margin can be controlled by 
choosing a proper j value. 
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Estimating the  β Value 
 
Examining the B curves in Fig. 8, we infer that it is desirable to have a smaller flaw 
detectability size to achieve a high β value. It is also observed that for NDE techniques that can 
detect small flaw sizes, the range is smaller too. Thus, less sensitive NDE techniques may not 
be good candidates for CMA. This fact is consistent with the general approach of NDE 
practitioners of using a very sensitive NDE technique even if the requirement flaw size is much 
larger so that the NDE flaw detectability can be quoted by simply multiplying the demonstrated 
flaw detectability (on a small sample size) by a factor of about 2. From NTIAC data sets, it is 
observed that for datasets, where is about same as a
pr
pr 90/50, the following condition is true in 
most cases.  
 
50/90
50/90
1
a
<β  . ( 30 ) 
Therefore, a judgment on the value of β based on a100 , signal to noise (S/N) ratio or 
contrast to noise (C/N) ratio at a100 or anticipated ad can be made after taking into consideration 
the similarity of the NDE application to one with known a90/50 or β. Thus, the slope β can be used 
as a measure of similarity between the application for estimation of flaw detectability and 
another similar application with established POD(a) curve. The qualification of the β value and j 
value then allows use of the CMA formulas to compute the flaw detectability.  
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Figure 8: POD Parameter for Many Data Sets 
 
Practical Considerations for CMA 
 
Size a100 can be initially determined as a size of the largest flaw missed. Later we need to 
find “n” data points that support the a100 value. We may have to increase the value of a100 so that 
the chosen value of a100 is mode or the largest value of the selected contiguous data points in a 
narrow range with 100% detection. Similarly, the size of a0 can be initially determined as the 
size of the smallest flaw detected. Later we need to find “n” data points that support the a0 value. 
We may have to decrease the value of a0 so that the value of a0 is either mode or the smallest 
value of the selected contiguous data points with 0% detection. 
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Since the CMA estimate does not provide a quantitative confidence, it is necessary to 
corroborate a high confidence based on other indicators such as minimum S/N ratio (e.g. 3:1) or 
C/N ratio for the flaw size . da
 
The following steps are proposed to use CMA. Typically a requirement flaw size ar is the 
starting point. Next, the NDE practitioner chooses an NDE method/technique that belongs to a 
family of techniques with regular POD datasets with high β slopes, acceptable goodness of fit 
measure, and successful CMA validation. The selected method has enough sensitivity (and 
desirable minimum S/N ratio) to demonstrate 100% flaw detection on flaws smaller than ar such 
that a100 < ar/2. The β slope is estimated based on the similarity and a value of j is chosen based 
on documented validation to provide a minimum conservative margin for the estimated β. If 
larger estimates of ad are acceptable, then there is no need to choose optimized value of j. Instead 
j =1 may suffice.   ad is computed and minimum S/N (or C/N) ratio is measured or estimated for 
this flaw size and to verify that the S/N (or C/N) ratio requirements are met. 
 
Conclusion 
 
In this paper, we proposed an approach called the conservative margin approach (CMA) to 
estimate flaw detectability size when the flaw sample size is small and a rigorous POD 
estimation is not practical. The CMA approach, as presented here, can not provide quantitative 
confidence on the flaw detectability estimation. However, the CMA approach seeks to establish a 
flaw detectability size that is larger than the unknown a90/50 by a certain margin. The CMA 
estimate is obtained by adding a margin m to the demonstrated size a100. The margin m is higher 
if the Binomial confidence in the size a100 is lower.  
 
Published POD data from NTIAC data book was used to calculate the CMA flaw size ad 
and was compared with the published a90/50. The comparison indicated that the CMA estimates 
are in good agreement with a90/50 as desired and are on the conservative side as desired. The 
CMA approach is validated based on establishing the desired minimum conservative margin on 
an applicable similar POD dataset. The CMA approach does not work on techniques that are 
backed by irregular data where some data points indicate missed flaws for sizes much larger than 
a90/50. The approach is attractive to the NDE practitioner who is often faced with the prospect to 
provide NDE flaw detectability size on specific applications based on limited availability of 
NDE outcomes data. A thumb rule of quoting the flaw detectability as double of the observed 
flaw detectability may not meet flaw detectability requirements. CMA may provide a better 
approach in these situations if CMA requirements are met. One of the key conditions includes 
the existence of a sharp upper knee for the POD(a) curve which is assumed in the CMA based on 
similarity to the other applicable POD(a) data. Currently, the CMA model is intended to estimate 
flaw size a90/50. In future, we intend to refine the model to explore possibility of its application to 
estimating the flaw size a90/95.  
 
Acknowledgements 
 
The author recognizes contribution by Willard Castner, NASA Johnson Space Center and 
Michael Suits, NASA Marshall Space Flight Center in reviewing this paper and providing 
valuable suggestions. 
 
References 
   
 13
 
1.  UDRI POD Software, Copyright 2000 the University of Dayton.   
2. MIL-HDBK-1823, “Non-Destructive Evaluation System Reliability Assessment,” 30 April 
1999. 
3. Berens, A. P., “NDE Reliability Data Analysis,” ASM Metals Handbook, Volume 17, 9th 
Edition: Nondestructive Evaluation and Quality Control, ASM International, Materials Park, 
Ohio, 1988, pp.689-701 
4. Nondestructive Evaluation (NDE) Capabilities Data book, Nondestructive Testing Information 
Analysis Center (NTIAC), Texas Research Institute Austin, Inc, Nov. 1997 
 
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
A
pp
lic
ab
ili
ty
 o
f a
 C
on
se
rv
at
iv
e 
M
ar
gi
n 
A
pp
ro
ac
h 
fo
r 
A
ss
es
si
ng
 N
D
E 
Fl
aw
 D
et
ec
ta
bi
lit
y
A
pr
il 
19
, 2
00
7
A
ja
y 
M
. K
os
ht
i 
N
A
SA
 J
oh
ns
on
 S
pa
ce
 C
en
te
r
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
11
B
ac
kg
ro
un
d
N
D
E 
Fl
aw
 D
et
ec
ta
bi
lit
y
•
In
 p
er
fo
rm
in
g 
N
D
E 
on
 c
om
po
ne
nt
s,
 th
er
e 
is
 a
 n
ee
d 
to
 e
st
im
at
e 
N
D
E
fla
w
 d
et
ec
ta
bi
lit
y 
–
Th
e 
re
qu
ire
m
en
t i
s 
to
 d
et
ec
t f
la
w
s 
la
rg
er
 th
an
 o
r e
qu
al
 to
 a
 s
pe
ci
fie
d 
fla
w
 s
iz
e 
or
 
th
e 
re
qu
ire
m
en
t f
la
w
 s
iz
e,
 a
r
•
C
on
ve
nt
io
na
l E
st
im
at
e 
of
 N
D
E 
Fl
aw
 D
et
ec
ta
bi
lit
y
–
Pr
ob
ab
ili
ty
 o
f D
et
ec
tio
n 
PO
D
(a
) c
ur
ve
  f
it 
m
et
ho
d 
is
 c
on
si
de
re
d 
to
 b
e 
th
e 
co
nv
en
tio
na
l a
pp
ro
ac
h.
 T
he
 m
in
im
um
 d
et
ec
ta
bl
e 
fla
w
 s
iz
e 
is
 g
iv
en
by
 a
90
/9
5
si
gn
ify
in
g 
90
%
 P
O
D
 w
ith
 lo
w
er
 9
5%
 c
on
fid
en
ce
–
Th
e 
m
et
ho
d 
is
 s
ta
tis
tic
al
 in
 n
at
ur
e 
an
d 
re
qu
ire
s 
fla
w
 d
et
ec
tio
n 
da
ta
 fr
om
 a
 re
la
tiv
el
y 
la
rg
e 
nu
m
be
r o
f f
la
w
 s
pe
ci
m
en
s.
 
•
N
ee
d 
fo
r a
n 
al
te
rn
at
e 
ap
pr
oa
ch
 to
 e
st
im
at
e 
N
D
E 
Fl
aw
 D
et
ec
ta
bi
lit
y 
w
ith
 s
m
al
le
r n
um
be
r 
of
 fl
aw
 s
pe
ci
m
en
s
–
In
 m
an
y 
ci
rc
um
st
an
ce
s,
 d
ue
 to
 th
e 
hi
gh
 c
os
t a
nd
 th
e 
lo
ng
 le
ad
 ti
m
e 
it 
is
 im
pr
ac
tic
al
 
to
 b
ui
ld
 a
 la
rg
e 
nu
m
be
r o
f f
la
w
 s
pe
ci
m
en
s 
th
at
 is
 re
qu
ire
d 
by
 c
on
ve
nt
io
na
l P
O
D
 
m
et
ho
do
lo
gy
•
A
 n
on
-P
O
D
 a
pp
ro
ac
h 
is
 a
cc
ep
ta
bl
e 
if 
a 
hi
gh
 fl
aw
 d
et
ec
ta
bi
lit
y 
(e
.g
. 9
0%
) w
ith
 
hi
gh
 c
on
fid
en
ce
 (e
qu
iv
al
en
t t
o 
50
%
 o
r 9
5%
) c
an
 b
e 
es
ta
bl
is
he
d.
–
In
 s
om
e 
ca
se
s 
su
ch
 a
s 
cl
as
s 
2 
ha
rd
w
ar
e,
 th
e 
st
ric
t 9
0/
95
 fl
aw
 d
et
ec
ta
bi
lit
y 
is
 n
ot
 
re
qu
ire
d.
 A
 9
0/
50
 fl
aw
 d
et
ec
ta
bi
lit
y/
co
nf
id
en
ce
 m
ay
 b
e 
ac
ce
pt
ab
le
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
22
O
bj
ec
tiv
e 
an
d 
O
ut
lin
e
–
Th
is
 p
ap
er
 p
ro
po
se
s 
a 
no
n-
PO
D
 a
pp
ro
ac
h 
ca
lle
d 
th
e 
co
ns
er
va
tiv
e 
m
ar
gi
n 
ap
pr
oa
ch
 (C
M
A
)
•
Th
e 
m
et
ho
d 
us
es
 a
 s
m
al
le
r n
um
be
r o
f f
la
w
s 
to
 e
st
ab
lis
h 
fla
w
 
de
te
ct
ab
ili
ty
 s
iz
e 
a d
•
Th
e 
fla
w
 d
et
ec
ta
bi
lit
y 
is
 b
as
ed
 o
n 
a 
st
ra
ig
ht
 li
ne
 m
od
el
in
g 
of
 th
e 
PO
D
(a
) c
ur
ve
 (n
ot
 tr
ul
y 
no
n-
PO
D
)
•
Th
e 
fla
w
 d
et
ec
ta
bi
lit
y 
si
ze
 a
d
is
 c
om
pa
re
d 
w
ith
 fl
aw
 s
iz
e 
a 9
0/
50
bu
t n
ot
 
w
ith
 a
90
/9
5
at
 th
is
 p
oi
nt
. T
he
re
fo
re
, t
he
 fl
aw
 s
iz
e 
a d
is
 c
on
si
de
re
d 
to
 b
e 
an
 e
st
im
at
e 
of
 a
90
/5
0.
–
D
ev
el
op
 th
e 
C
M
A
 m
od
el
•
C
M
A
 a
ss
um
pt
io
ns
–
To
 in
ve
st
ig
at
e 
th
e 
ap
pl
ic
ab
ili
ty
 o
f t
he
 C
M
A
 
•
N
D
E 
fla
w
 d
et
ec
ta
bi
lit
y 
 s
iz
e 
de
te
rm
in
ed
 b
y 
th
e 
C
M
A
 a
nd
 P
O
D
 
ap
pr
oa
ch
es
 h
av
e 
be
en
 c
om
pa
re
d 
on
 a
ct
ua
l d
at
as
et
s.
–
C
M
A
 V
al
id
at
io
n
–
C
M
A
 P
ro
ce
du
re
–
D
is
cu
ss
 a
pp
lic
ab
ili
ty
 o
f t
he
 C
M
A
 a
nd
 C
on
cl
us
io
n
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
33
C
M
A
 A
ss
um
pt
io
ns
•
Th
e 
C
M
A
 a
pp
ro
ac
h 
ca
n 
be
 v
al
id
at
ed
 b
as
ed
 o
n 
si
m
ila
rit
y 
w
ith
 a
n 
ap
pl
ic
at
io
n 
w
ith
 
ex
is
tin
g 
PO
D
 (a
) d
at
a.
–
Th
e 
va
lid
at
io
n 
is
 b
as
ed
 o
n 
a 
ce
rt
ai
n 
fa
m
ily
 o
r g
ro
up
 o
f N
D
E 
ap
pl
ic
at
io
ns
 (e
.g
. 
Su
rf
ac
e 
ed
dy
 c
ur
re
nt
 o
n 
m
et
al
lic
 p
ar
ts
 w
ith
 s
pe
ci
fic
 c
on
di
tio
ns
)
•
W
e 
as
su
m
e 
ce
rt
ai
n 
di
st
rib
ut
io
n 
pr
op
er
tie
s 
fo
r t
he
 C
M
A
 a
pp
ro
ac
h 
ba
se
d 
on
 th
e 
si
m
ila
rit
y
of
 N
D
E 
ap
pl
ic
at
io
n 
to
 b
e 
co
ns
id
er
ed
 fo
r C
M
A
 w
ith
 a
n 
N
D
E 
ap
pl
ic
at
io
n 
w
ith
 k
no
w
n 
PO
D
 
cu
rv
e 
an
d 
su
cc
es
sf
ul
 C
M
A
 v
al
id
at
io
n,
 
–
Th
e 
di
st
rib
ut
io
n 
is
 a
ss
um
ed
 to
 b
e 
re
gu
la
r, 
i.e
. n
o 
ou
tli
er
 d
at
a 
po
in
ts
•
N
o 
fla
w
s 
th
at
 a
re
 m
uc
h 
la
rg
er
 th
an
 th
e 
a 9
0/
50
ar
e 
m
is
se
d
•
a 1
00
is
 c
le
ar
ly
 id
en
tif
ia
bl
e
•
Sh
ar
p 
up
pe
r k
ne
e 
i.e
. t
he
 s
lo
pe
 o
f t
he
 P
O
D
(a
) a
t 9
0%
 p
oi
nt
 is
 h
ig
h 
(β
≥
5)
•
PO
D
(a
) i
nc
re
as
es
 w
ith
 fl
aw
 s
iz
e
•
D
oe
s 
no
t a
ss
um
e 
ac
tu
al
 P
O
D
 b
ut
 th
e 
N
D
E 
ca
pa
bi
lit
y 
of
 th
e 
ap
pl
ic
at
io
n 
is
 u
nd
er
st
oo
d 
in
 
te
rm
s 
of
 s
ig
na
l t
o 
no
is
e 
(s
/n
) r
at
io
 o
r c
on
tr
as
t  
ra
tio
 (c
/n
) o
n
fla
w
s 
of
 c
on
ce
rn
•
Fl
aw
 s
iz
e 
a 1
00
ca
n 
be
 d
em
on
st
ra
te
d 
ba
se
d 
on
 a
n 
ac
tu
al
 N
D
E 
ou
tc
om
es
 d
at
a 
w
ith
 
ac
ce
pt
ab
le
 s
ig
na
l t
o 
no
is
e 
ra
tio
 o
r c
on
tr
as
t
–
M
in
im
um
 5
 fl
aw
s 
ar
e 
re
co
m
m
en
de
d 
at
 s
iz
e 
 a
10
0
•
Fl
aw
/m
at
er
ia
l c
on
di
tio
ns
 in
 th
e 
fla
w
s 
us
ed
 fo
r d
em
on
st
ra
tio
n 
ar
e
un
de
rs
to
od
 a
nd
 
co
ns
id
er
ed
 to
 b
e 
th
e 
co
ns
tr
ai
nt
s 
un
de
r w
hi
ch
 th
e 
C
M
A
 e
st
im
at
e 
is
va
lid
.
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
44
Sc
he
m
at
ic
 o
f a
 P
O
D
(a
) C
ur
ve
 w
ith
 a
 S
ha
rp
 K
ne
e 
B
en
ds
10
0
a
0
0.
2
0.
4
0.
6
0.
81
0
Fl
aw
 S
iz
e 
(A
rb
itr
ar
y 
U
ni
ts
)
POD(a)
C
or
e 
Pr
ob
ab
ili
st
ic
 
R
an
ge
, r
p
0a
aa 0
= 
Sm
al
le
st
 fl
aw
 d
et
ec
te
d
= 
Sm
al
le
st
 fl
aw
 d
et
ec
te
d
aa 1
0010
0
= 
La
rg
es
t f
la
w
 m
is
se
d
= 
La
rg
es
t f
la
w
 m
is
se
d
PO
D
(
PO
D
( aa
) i
s 
th
e 
be
st
 fi
t c
ur
ve
 w
ith
 g
oo
dn
es
s 
of
 fi
t m
ea
su
re
 o
n 
a 
) i
s 
th
e 
be
st
 fi
t c
ur
ve
 w
ith
 g
oo
dn
es
s 
of
 fi
t m
ea
su
re
 o
n 
a 
C
M
A
 c
om
pa
tib
le
 P
O
D
 d
at
a
C
M
A
 c
om
pa
tib
le
 P
O
D
 d
at
a
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
55
C
on
ce
pt
 o
f a
10
0
aa 1
00
 
10
0 
≥≥
La
rg
es
t f
la
w
 m
is
se
d 
La
rg
es
t f
la
w
 m
is
se
d 
aa 00
≤≤
Sm
al
le
st
 fl
aw
 d
et
ec
te
d
Sm
al
le
st
 fl
aw
 d
et
ec
te
d
Fr
ac
tio
n 
of
 F
la
w
s 
D
et
ec
te
d
Fr
ac
tio
n 
of
 F
la
w
s 
D
et
ec
te
d
Ex
am
pl
e 
of
 B
ou
nd
ar
y 
of
 O
bs
er
ve
d 
Fl
aw
 D
et
ec
ta
bi
lit
y 
fr
om
 d
at
a 
< 
a 1
00
a 1
00
-B
as
ed
 o
n 
PO
D
 o
f 9
0/
50
a 1
00
-B
as
ed
 o
n 
tre
nd
 in
 o
bs
er
ve
d 
da
ta
 <
 a
10
0, 
kn
ee
 p
oi
nt
a 1
00
-B
as
ed
 o
n 
10
0%
 fl
aw
 d
et
ec
ta
bi
lit
y 
in
 o
bs
er
ve
d 
da
ta
 >
 a
10
0
0
0.
1
0.
2
0.
3
0.
4
0.
5
0.
6
0.
7
0.
8
0.
91
0
50
10
0
15
0
20
0
25
0
30
0
Fl
aw
 L
en
gt
h 
(m
il)
Probability of Detection and Observed Flaw Detectability
PO
D
(a
)
95
%
 L
ow
er
 C
on
fid
en
ce
Li
m
it
O
bs
er
ve
d 
D
et
ec
ta
bi
lit
y
La
rg
es
t f
la
w
 m
is
se
d 
La
rg
es
t f
la
w
 m
is
se
d 
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
66
C
on
ce
pt
 o
f C
M
A
m
a
a d
+
=
10
0
0
10
0
a
a
r
−
=
p
r
U
c p
U
r
k
k
r
k
m
=
=
a 0
 , 
po
in
t A
po
in
t I
pr
c a 0
p
U
r
jk
00.
91
Fl
aw
 S
iz
e 
(A
rb
itr
ar
y 
U
ni
ts
)
POD(a)
po
in
t J
a d
,, 
po
in
t H
 
a 1
00
, p
oi
nt
 B
0.
55
k U
(P
O
D
 =
 0
.5
5,
 L
C
L 
= 
95
, n
10
0
=
 5
)
0.
45
k L
 (P
O
D
 =
 0
.4
5,
 U
C
L=
 9
5,
 n
0
=
 5
)
jk
U jk
L
p
Lr
jk
c pr
, p
oi
nt
 E
, p
oi
nt
 D
po
in
t G
po
in
t F
Pa
ra
lle
l L
in
es
A
B
 || 
G
E
A
B
 || 
D
F
D
E 
|| J
H
PO
D
(a
)
01 0.
55 0.
45
m
c a 1
00
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
77
Fl
aw
 D
et
ec
ta
bi
lit
y 
M
ea
su
re
s
pr
1Δ
50/
90a
0=a
aa 00
aa rr
U
nc
er
ta
in
ty
 in
 
U
nc
er
ta
in
ty
 in
 aa
dd
U
nc
er
ta
in
ty
 in
  
U
nc
er
ta
in
ty
 in
  aa
00
aa 1
0010
0
aa dd
m
U
nc
er
ta
in
ty
 in
  
U
nc
er
ta
in
ty
 in
  aa
10
0
10
0 C
M
A
 F
la
w
 D
et
ec
ta
bi
lit
y
C
M
A
 F
la
w
 D
et
ec
ta
bi
lit
y
N
D
E 
R
eq
ui
re
m
en
t
N
D
E 
R
eq
ui
re
m
en
t
1Δ
= 
C
on
se
rv
at
iv
e 
M
ar
gi
n
= 
C
on
se
rv
at
iv
e 
M
ar
gi
n
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
88
K
-fa
ct
or
0
0.
2
0.
4
0.
6
0.
81
0
2
4
6
8
10
12
14
16
18
20
22
24
26
28
S
am
pl
e 
S
iz
e 
of
 a
10
0
K-factor
L
U
p
k
ˆ
0.1
−
=
0.1=
nn d
, w
he
re
, 
=
Lpˆ
an
d 
LC
L 
= 
95
%
B
in
om
ia
l p
ro
ba
bi
lit
y
B
in
om
ia
l p
ro
ba
bi
lit
y
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
99
M
ul
tip
lie
r q jj
≥≥
0 
, H
ig
he
r v
al
ue
s 
of
0 
, H
ig
he
r v
al
ue
s 
of
jj i
nc
re
as
e
in
cr
ea
se
co
ns
er
va
tis
m
 in
 th
e 
m
ar
gi
n
co
ns
er
va
tis
m
 in
 th
e 
m
ar
gi
n
4 10 16
22
28
0
0.2
0.4
0.6
0.8
1.
0
1.
1
1.
2
1.
3
1.
4
1.
5
1.
6
1.
7
1.
8
1.
9
q
Sa
m
pl
e 
si
ze
, n
a
0 f
ra
ct
io
n,
 l
M
ul
tip
lie
r 
q 
 fo
r j
 =
1
10
0
qa
a d
= 10
00
aa
l=
n
K-
fa
ct
or
q 
(j 
= 
0.
5)
q 
(j 
= 
1)
4
0.
53
1.
67
1.
81
5
0.
45
1.
33
1.
65
6
0.
39
1.
27
1.
55
7
0.
35
1.
24
1.
47
8
0.
31
1.
21
1.
41
9
0.
28
1.
18
1.
36
10
0.
26
1.
16
1.
32
11
0.
24
1.
15
1.
29
12
0.
22
1.
13
1.
27
13
0.
20
1.
12
1.
25
14
0.
19
1.
11
1.
23
15
0.
18
1.
11
1.
21
16
0.
17
1.
10
1.
20
17
0.
16
1.
09
1.
19
18
0.
15
1.
09
1.
18
19
0.
15
1.
08
1.
17
20
0.
14
1.
08
1.
16
21
0.
13
1.
08
1.
15
22
0.
13
1.
07
1.
14
23
0.
12
1.
07
1.
14
24
0.
12
1.
07
1.
13
25
0.
11
1.
06
1.
12
26
0.
11
1.
06
1.
12
27
0.
11
1.
06
1.
12
28
0.
10
1.
06
1.
11
29
0.
10
1.
06
1.
11
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
1010
Ex
am
pl
e 
1:
 C
om
pa
ris
on
 o
f P
O
D
(a
) a
nd
 Id
ea
l C
M
A
010203040506070809010
0 0
.0
0
0.
05
0.
10
0.
15
0.
20
AC
TU
AL
 C
R
AC
K
 D
EP
TH
 - 
(In
ch
)
PROBABILITY OF DETECTION (%)
010203040506070809010
0
D
at
a 
S
et
:  
   
   
   
A
90
01
(3
)D
Te
st
 O
bj
ec
t :
   
   
22
19
 
A
lu
m
in
um
,
   
   
   
   
   
   
   
   
 S
tri
ng
er
 
S
tif
fe
ne
d 
P
an
el
s
C
on
di
tio
n:
   
   
   
 A
s 
M
ac
hi
ne
d
M
et
ho
d:
   
   
   
   
 E
dd
y 
C
ur
re
nt
, R
as
te
r
   
   
   
   
   
   
   
   
 S
ca
n 
w
ith
 
To
ol
in
g 
A
id
 
O
pe
ra
to
r: 
   
   
   
 C
om
bi
ne
d,
 3
 
D
at
a 
S
et
:  
   
   
   
A
90
01
(3
)D
Te
st
 O
bj
ec
t :
   
   
22
19
 A
lu
m
in
um
,
   
   
   
   
   
   
   
   
 S
tri
ng
er
 S
tif
fe
ne
d 
P
an
el
s
C
on
di
tio
n:
   
   
   
 A
s 
M
ac
hi
ne
d
M
et
ho
d:
   
   
   
   
 E
dd
y 
C
ur
re
nt
, R
as
te
r
   
   
   
   
   
   
   
   
 S
ca
n 
w
ith
 T
oo
lin
g 
A
id
 
O
pe
ra
to
r: 
   
   
   
 C
om
bi
ne
d,
 3
 O
pe
ra
to
rs
O
pp
or
tu
ni
tie
s 
= 
  4
17
D
et
ec
te
d 
= 
   
   
   
25
6
90
%
 P
O
D
 =
   
   
   
0.
11
9 
in
. (
3.
03
 m
m
)
Fa
ls
e 
C
al
ls
 =
   
   
 N
ot
 D
oc
um
en
te
d
   
---
---
   
   
P
R
E
D
. P
O
D
   
   
 X
   
   
 H
IT
 / 
M
IS
S
 D
A
TA
   
   
a
0,
 in
a
10
0,
 in
n 
fo
r a
0
n 
fo
r a
10
0
K
l
K
u
a
d,
 in
a
d 
(a
0=
0)
, i
n
0.
01
6
0.
09
5
5
8
0.
45
0.
31
0.
12
9
0.
12
9
0.
00
9
0.
09
5
11
8
0.
24
0.
31
0.
12
9
0.
12
9
jj =
0.
5
=0
.5
Id
ea
l C
M
A
: 
Id
ea
l C
M
A
: aa
10
0
10
0
is
 d
et
er
m
in
ed
 fr
om
 N
D
E 
ou
tc
om
es
 d
at
as
et
 u
se
d 
in
 P
O
D
(
is
 d
et
er
m
in
ed
 fr
om
 N
D
E 
ou
tc
om
es
 d
at
as
et
 u
se
d 
in
 P
O
D
( aa
) a
na
ly
si
s
) a
na
ly
si
s
Th
e 
co
m
pa
ris
on
 m
ay
 b
e 
us
ed
 a
s 
pa
rt
 o
f t
he
 C
M
A
 V
al
id
at
io
n
Th
e 
co
m
pa
ris
on
 m
ay
 b
e 
us
ed
 a
s 
pa
rt
 o
f t
he
 C
M
A
 V
al
id
at
io
n
ββ
=4
.9
/in
=4
.9
/in
N
TI
A
C
 D
at
a
N
TI
A
C
 D
at
a
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
1111
Ex
am
pl
e 
2:
 C
om
pa
ris
on
 o
f P
O
D
(a
) a
nd
 Id
ea
l C
M
A
010203040506070809010
0 0
.0
0
0.
05
0.
10
0.
15
0.
20
AC
TU
AL
 C
R
AC
K
 D
EP
TH
 - 
(In
ch
)
PROBABILITY OF DETECTION (%)
010203040506070809010
0
D
at
a 
S
et
:  
   
   
   
A
90
03
(3
)D
Te
st
 O
bj
ec
t :
   
   
22
19
 A
lu
m
in
um
,
   
   
   
   
   
   
   
   
 S
tri
ng
er
s,
 R
ive
te
d 
to
   
   
   
   
   
   
   
   
 F
la
t P
an
el
s
C
on
di
tio
n:
   
   
   
 C
ut
 a
nd
 R
ive
te
d
M
et
ho
d:
   
   
   
   
 E
dd
y 
C
ur
re
nt
, R
as
te
r S
ca
n
   
   
   
   
   
   
   
O
pe
ra
to
r: 
   
   
   
 C
om
bi
ne
d,
 3
 O
pe
ra
to
rs
O
pp
or
tu
ni
tie
s 
= 
  4
17
D
et
ec
te
d 
= 
   
   
   
20
9
90
%
 P
O
D
 =
   
   
   
0.
10
0 
in
. (
2.
55
 m
m
)
   
   
   
   
   
   
   
   
   
 E
xt
ra
po
la
te
d
Fa
ls
e 
C
al
ls
 =
   
   
 N
ot
 D
oc
um
en
te
d
   
---
---
   
   
P
R
E
D
. P
O
D
X
H
IT
/M
IS
S
D
A
TA
a
0,
 in
a
10
0,
 in
n 
fo
r a
0
n 
fo
r a
10
0
K
l
K
u
a
d,
 in
a
d 
(a
0=
0)
, i
n
0.
01
7
0.
08
6
13
8
0.
2
0.
31
0.
11
3
0.
11
7
Id
ea
l C
M
A
: 
Id
ea
l C
M
A
: aa
10
0
10
0
is
 d
et
er
m
in
ed
 fr
om
 N
D
E 
ou
tc
om
es
 d
at
as
et
 u
se
d 
in
 P
O
D
(
is
 d
et
er
m
in
ed
 fr
om
 N
D
E 
ou
tc
om
es
 d
at
as
et
 u
se
d 
in
 P
O
D
( aa
) a
na
ly
si
s
) a
na
ly
si
sjj
=0
.5
=0
.5
ββ
= 
9 
/in
= 
9 
/in
Th
e 
co
m
pa
ris
on
 m
ay
 b
e 
us
ed
 a
s 
pa
rt
 o
f t
he
 C
M
A
 V
al
id
at
io
n
Th
e 
co
m
pa
ris
on
 m
ay
 b
e 
us
ed
 a
s 
pa
rt
 o
f t
he
 C
M
A
 V
al
id
at
io
n
N
TI
A
C
 D
at
a
N
TI
A
C
 D
at
a
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
1212
PO
D
 C
ur
ve
 P
lo
tte
d 
as
 P
O
D
 P
ar
am
et
er
 B
(
)
%
10
ˆ
10
0
lo
g
2
p
B
−
−
=
aB ΔΔ =β
0
0.
51
1.
52
2.
5
0
0.
1
0.
2
0.
3
0.
4
0.
5
0.
6
0.
7
Fl
aw
 L
en
gt
h 
or
 D
ep
th
, i
nc
h
POD Parameter
A
90
01
(3
)D
A9
00
2(
3)
D
A9
00
3(
3)
D
C
10
01
C
L
A
90
02
(3
)L
A9
00
3(
3)
L
A9
00
1(
3)
L
0
0.
51
1.
52
2.
5
0
0.
1
0.
2
0.
3
0.
4
0.
5
0.
6
0.
7
Fl
aw
 L
en
gt
h 
or
 D
ep
th
, i
nc
h
A
90
01
(3
)D
A9
00
2(
3)
D
A9
00
3(
3)
D
C
10
01
C
L
A
90
02
(3
)L
A9
00
3(
3)
L
A9
00
1(
3)
L
A
90
01
(3
)D
A9
00
2(
3)
D
A9
00
3(
3)
D
C
10
01
C
L
A
90
02
(3
)L
A9
00
3(
3)
L
A9
00
1(
3)
L
K
ne
e
K
ne
e
R
eg
io
n
R
eg
io
n
POD %
909097
.6
97
.6
ββ
90
/9
5 
90
/9
5 
≥≥
5 
pe
r i
nc
h
5 
pe
r i
nc
h
ββ
90
/9
5
90
/9
5
≤≤
5 
pe
r i
nc
h
5 
pe
r i
nc
h
C
M
A
 m
ay
 b
e 
ap
pl
ic
ab
le
 if
C
M
A
 m
ay
 b
e 
ap
pl
ic
ab
le
 if
ββ
(a
t P
O
D
 =
90
) ≥
 5
 p
er
 in
ch
(a
t P
O
D
 =
90
) ≥
 5
 p
er
 in
ch
La
rg
er
 
La
rg
er
 ββ
va
lu
e 
ne
ed
s 
sm
al
le
r v
al
ue
 o
f 
va
lu
e 
ne
ed
s 
sm
al
le
r v
al
ue
 o
f jj
to
 p
ro
vi
de
 th
e 
sa
m
e 
pe
rc
en
ta
ge
 c
on
se
rv
at
iv
e 
m
ar
gi
n
to
 p
ro
vi
de
 th
e 
sa
m
e 
pe
rc
en
ta
ge
 c
on
se
rv
at
iv
e 
m
ar
gi
n ..
95/
901 a< β
ββ
90
/9
5
90
/9
5
B
B
PO
D
(a
)
1
90
%
1.
6
97
.6
%
2
99
%
3
99
.9
%
9999
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
1313
C
M
A
 V
al
id
at
io
n
•
C
M
A
 V
al
id
at
io
n
–
A
na
ly
ze
 m
an
y 
ap
pl
ic
ab
le
 e
xi
st
in
g 
PO
D
 d
at
as
et
s 
of
 a
pp
lic
ab
le
 N
D
E 
te
ch
ni
qu
es
 u
si
ng
 C
M
A
•
Ex
am
in
e 
if 
th
e 
da
ta
se
t m
ee
ts
 th
e 
C
M
A
 re
qu
ire
m
en
ts
 o
f “
re
gu
la
r”
 
da
ta
se
t (
a 1
00
ca
n 
be
 c
le
ar
ly
 id
en
tif
ie
d)
•
C
om
pu
te
 v
al
ue
 o
f s
lo
pe
 β
fr
om
 th
e 
PO
D
(a
) c
ur
ve
. E
xa
m
in
e 
if 
β
re
qu
ire
m
en
ts
 a
re
 m
et
.
•
C
ho
os
e 
a 
co
ns
er
va
tiv
e 
m
ar
gi
n 
∆ 1
.
–
M
ar
gi
n 
is
 re
la
te
d 
to
β
an
d 
jv
al
ue
s
•
D
et
er
m
in
e 
va
lu
es
 o
f j
by
 tr
ia
l-a
nd
-e
rr
or
 to
 p
ro
vi
de
 th
e 
m
in
im
um
 
de
si
re
d 
co
ns
er
va
tiv
e 
m
ar
gi
n 
on
 m
an
y 
po
ss
ib
le
 e
st
im
at
es
 o
f C
M
A
 o
n
th
e 
da
ta
se
t.
–
If 
th
e 
de
si
re
d 
co
ns
er
va
tiv
e 
m
ar
gi
n 
is
 d
em
on
st
ra
te
d,
 th
en
 th
e 
da
ta
se
t i
s 
C
M
A
 c
om
pa
tib
le
.
•
St
ud
y 
si
m
ila
rit
y 
fa
ct
or
s 
th
at
 c
an
 b
e 
us
ed
 to
 d
ef
in
e 
a 
fa
m
ily
 o
f N
D
E 
te
ch
ni
qu
es
 th
at
 th
e 
te
ch
ni
qu
e 
un
de
r s
tu
dy
 s
ho
ul
d 
be
lo
ng
 to
–
Id
en
tif
yi
ng
 c
ha
ra
ct
er
is
tic
s 
of
 a
 fa
m
ily
 o
f s
uc
ce
ss
fu
l C
M
A
 
co
m
pa
tib
le
 te
ch
ni
qu
es
 is
 u
se
fu
l i
n 
as
su
m
in
g 
pr
op
er
tie
s 
of
 th
e 
N
D
E 
te
ch
ni
qu
e 
at
 h
an
d 
as
 s
am
e 
as
 th
at
 b
el
on
gi
ng
 to
 th
e 
ap
pl
ic
ab
le
 fa
m
ily
 o
f N
D
E 
te
ch
ni
qu
es
.
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
1414
C
M
A
 P
ro
ce
du
re
•
Fo
llo
w
in
g 
st
ep
s 
ha
ve
 b
ee
n 
pr
op
os
ed
 to
 u
se
 C
M
A
 
–
Ty
pi
ca
lly
 a
 re
qu
ire
m
en
t f
la
w
 s
iz
e 
a r
is
 th
e 
st
ar
tin
g 
po
in
t. 
–
N
ex
t, 
th
e 
N
D
E 
pr
ac
tit
io
ne
r c
ho
os
es
 a
n 
N
D
E 
m
et
ho
d/
te
ch
ni
qu
e 
th
at
 
be
lo
ng
s 
to
 a
 fa
m
ily
 o
f t
ec
hn
iq
ue
s 
w
ith
 re
gu
la
r P
O
D
 d
at
as
et
s 
w
ith
hi
gh
 β
sl
op
es
, a
cc
ep
ta
bl
e 
go
od
ne
ss
 o
f f
it 
m
ea
su
re
 a
nd
 s
uc
ce
ss
fu
l C
M
A
 
va
lid
at
io
n.
 
–
Th
e 
se
le
ct
ed
 m
et
ho
d 
ha
s 
en
ou
gh
 s
en
si
tiv
ity
 (a
nd
 d
es
ira
bl
e 
m
in
im
um
 S
/N
 
ra
tio
) t
o 
de
m
on
st
ra
te
 1
00
%
 fl
aw
 d
et
ec
tio
n 
on
 fl
aw
s 
sm
al
le
r t
ha
n 
a r
su
ch
 
th
at
 a
10
0
< 
a r
/2
. 
–
Th
e 
β
sl
op
e 
is
 e
st
im
at
ed
 b
as
ed
 o
n 
th
e 
si
m
ila
rit
y 
to
 a
 v
al
id
at
ed
 fa
m
ily
 o
f 
N
D
E 
te
ch
ni
qu
es
 a
nd
 a
 v
al
ue
 o
f j
is
 c
ho
se
n 
ba
se
d 
on
 th
e 
do
cu
m
en
te
d 
va
lid
at
io
n 
w
ith
in
 th
e 
ch
os
en
 fa
m
ily
 o
f t
ec
hn
iq
ue
s 
to
 p
ro
vi
de
 a
 m
in
im
um
 
co
ns
er
va
tiv
e 
m
ar
gi
n 
fo
r t
he
 e
st
im
at
ed
 β
. 
–
If 
la
rg
er
 e
st
im
at
es
 o
f a
d
ar
e 
ac
ce
pt
ab
le
, t
he
re
 is
 n
o 
ne
ed
 to
 c
ho
os
e 
op
tim
iz
ed
 v
al
ue
 o
f j
. I
ns
te
ad
 j
=1
 m
ay
 s
uf
fic
e.
   
a d
is
 c
om
pu
te
d 
an
d 
m
in
im
um
 s
/n
 (o
r c
/n
) r
at
io
 is
 m
ea
su
re
d 
or
 e
st
im
at
ed
 fo
r t
hi
s 
fla
w
 s
iz
e 
an
d 
to
 v
er
ify
 th
at
 th
e 
s/
n 
(o
r c
/n
) r
at
io
 re
qu
ire
m
en
ts
 a
re
 m
et
.
A
ja
y 
M
. K
os
ht
i
A
gi
ng
 A
irc
ra
ft 
20
07
1515
C
on
cl
us
io
n
•
In
 th
is
 p
ap
er
, w
e 
pr
op
os
ed
 a
n 
ap
pr
oa
ch
 c
al
le
d 
th
e 
co
ns
er
va
tiv
e 
m
ar
gi
n 
ap
pr
oa
ch
 (C
M
A
) 
to
 e
st
im
at
e 
fla
w
 d
et
ec
ta
bi
lit
y 
si
ze
 w
he
n 
a 
la
rg
e 
sa
m
pl
e 
si
ze
 a
nd
a 
rig
or
ou
s 
PO
D
 
es
tim
at
io
n 
is
 n
ot
 p
ra
ct
ic
al
.
•
C
M
A
 m
od
el
 is
 v
al
id
at
ed
 o
n 
si
m
ila
r d
at
as
et
s 
be
fo
re
 it
 is
 u
se
d 
fo
rt
he
 a
pp
lic
at
io
n 
at
 h
an
d.
•
Th
e 
C
M
A
 a
pp
ro
ac
h 
se
ek
s 
to
 e
st
ab
lis
h 
th
e 
fla
w
 d
et
ec
ta
bi
lit
y 
si
ze
 th
at
 is
 la
rg
er
 th
an
 th
e 
un
kn
ow
n 
a 9
0/
50
by
 a
 c
er
ta
in
 m
ar
gi
n.
•
Th
e 
m
ar
gi
n 
be
tw
ee
n 
th
e 
fla
w
 s
iz
e 
a d
an
d 
a 1
00
is
 h
ig
he
r i
f t
he
 c
on
fid
en
ce
 in
 s
iz
e 
a 1
00
is
 
lo
w
er
.
•
Pu
bl
is
he
d 
PO
D
 d
at
a 
fr
om
 N
TI
A
C
 d
at
ab
oo
k 
w
as
 u
se
d 
to
 c
al
cu
la
te
 th
e
id
ea
l C
M
A
 fl
aw
 s
iz
e 
a d
an
d 
co
m
pa
re
 it
 w
ith
 th
e 
pu
bl
is
he
d 
a 9
0/
50
•
Th
e 
co
m
pa
ris
on
 in
di
ca
te
d 
th
at
 th
e 
C
M
A
 e
st
im
at
es
 a
re
 o
n 
co
ns
er
va
tiv
e 
si
de
 a
s 
de
si
re
d.
 
Th
e 
C
M
A
 a
pp
ro
ac
h 
m
ay
 p
ro
vi
de
 m
ar
gi
ns
 a
s 
hi
gh
 a
s 
a 1
00
fr
om
 th
e 
de
m
on
st
ra
te
d 
si
ze
 a
10
0
de
pe
nd
in
g 
up
on
 th
e 
nu
m
be
r o
f d
at
ap
oi
nt
s 
in
 th
e 
N
D
E 
tr
ia
ls
 te
st
.
•
Th
e 
C
M
A
 a
pp
ro
ac
h 
do
es
 n
ot
 w
or
k 
on
 N
D
E 
te
ch
ni
qu
es
 th
at
 re
su
lt 
in
 ir
re
gu
la
r d
at
a 
w
he
re
 
so
m
e 
da
ta
po
in
ts
 in
di
ca
te
 m
is
se
d 
fla
w
s 
fo
r s
iz
es
 g
re
at
er
 th
an
 a
90
/5
0
or
 w
he
n 
 β
90
/5
0
< 
5 
pe
r i
n.
•
Th
e 
ap
pr
oa
ch
 is
 a
ttr
ac
tiv
e 
to
 th
e 
N
D
E 
pr
ac
tit
io
ne
r w
ho
 is
 o
fte
n 
fa
ce
d 
w
ith
 p
ro
sp
ec
t t
o 
pr
ov
id
e 
N
D
E 
fla
w
 d
et
ec
ta
bi
lit
y 
on
 s
pe
ci
fic
 a
pp
lic
at
io
ns
 b
as
ed
 o
n
a 
lim
ite
d 
av
ai
la
bi
lit
y 
of
 
da
ta
. I
f f
la
w
 d
et
ec
ta
bi
lit
y 
re
qu
ire
m
en
ts
 d
o 
no
t n
ee
d 
st
ric
t 9
0/
95
 d
et
ec
tio
n 
an
d 
re
lia
bi
lit
y,
 
C
M
A
 m
ay
 b
e 
a 
go
od
 c
an
di
da
te
.
•
Th
e 
no
ve
lty
 o
f C
M
A
 a
pp
ro
ac
h 
is
 th
at
 it
 u
se
s 
pr
ev
io
us
ly
 a
cq
ui
re
d 
da
ta
 o
n 
si
m
ila
r 
ap
pl
ic
at
io
ns
 fo
r p
re
di
ct
io
n 
of
 fl
aw
 d
et
ec
ta
bi
lit
y 
si
ze
 o
f a
 n
ew
 N
D
E 
ap
pl
ic
at
io
n.
